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Nipple Systems for Turkey Poults & Adult Turkeys

Super Easy Start Adjustable - SESA for Turkey Poults

PLASSON'S Super Easy Start Adjustable supplies fresh water in the mini bowl with a spring
mechanism that ensures a constant supply of water.
The water level can be adjusted according to need.

With PLASSON’S SESA you can ensure:

General Guidlines

Water level according to the poults requirements
A uniform and heavy weight flock

Lower mortality

Drier litter

Healthier birds

More space available per bird

Cups are kept clean through natural drinking (No need for cup cleaning)

Ideal for turkey poults from Day 1 to 8 weeks
25 - 30 turkey poults per SESA
Recommended nipple to install with SESA - PLASSON Gray Nipple

For subsequent growth stages, PLASSON'S Large Turkey Heavy Finish is recommended.
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Large Turkey Heavy Finish - LTHF

PLASSON'’S Large Turkey Heavy Finish releases fresh water by the slightest touch in 360°,
supplying your adult turkeys with all the water they require.

Suitable for turkeys up to 23kg (50lbs)

With PLASSON’S LTHF you can ensure:

Constant supply of fresh water

A uniform and heavy weight flock
Lower mortality

Drier litter

Healthier birds

Cups are kept clean through natural drinking
(No need for cup cleaning)

General Guidlines

e |deal for adult turkey hens and toms

e 25-30Turkey Hens per LTHF
e 20-30Turkey Toms per LTHF

e Recommended nipple to install with LTHF - PLASSON Orange Nipple

=1 PLASSON |3

Livestock



Bell Drinkers for Turkeys

PLASSON makes the world's most reliable poultry drinkers - the “standard of the industry”.
For more than 50 years, no competitive drinker has been able to match PLASSON'S features and benefits.

PLASSON turkey drinkers feature a large bell trough and heavy duty spring designed to accommodate large adult
turkeys.

PLASSON turkey drinkers are made of a rugged high-impact plastic, formulated to withstand the ravages of the
active turkey house over many years.

The unique feature of PLASSON Turkey Drinkers is the ballast bottle, which acts independently of the bell and
eliminates wear on the valve mechanism.

Find out how you can water your flocks from day old poults to adult birds with PLASSON bell drinkers for
foolproof, profit-making performance.

PLASSON drinkers are supported by a worldwide network of authorized distributors who provide expert installation,
full service, and a complete line of PLASSON products and original spare parts.

When using bell drinkers for poults, we recommend the use of Breeder Drinker or Broiler Drinker.
For adult turkeys we recommend the use of Turkey Drinker or Compact Turkey Drinker.

Turkey Drinker

Compact Turkey Drinker
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Nipple System

Recommended Nipple to install: Gray Nipple with SESA and Orange Nipple with LTHF

-
For Turkey Poults For Adult Turkeys h
——————
Super Easy Start I Super Easy Start - Large Turkey Heavy Finish
Adjustable (SESA) Adjustable (SESA) Red (LTHF)
2205550 2205546 2205842
Nipple not included Nipple not included Nipple not included
\_ )
Pressure Management Systems
7 )
For LTHF For SESA :
Pressure Gauge with Needle @ i
2205221 .
v Line End Kit i
Line Head 0-250 cm - 2205071 _‘;%
2206700 o
-
Needle Pressure Gauge 1
Adaptor 5 |
2209183 T Line Head Kit
220507AMK2 | Slope Regulator
Line End Kit 1/2" blind sight tube 220507H
2205768
Slope Regulator
15¢cm
*Required in sloped
Slope Regulator* —— houses
220507HDX L e— Two Way Header Kit
o 220507FMK2 P — 'é
Slope Regulator 15 cm w/o pressure indicator iy
*Required in sloped houses )
List of Parts per 3m section Accessories
/Nylon Cord Short Conn. piece Aluminum for N ( )
in 50m (164) Rolls J ) External Connector (for SESA)
2100020 . 2209023 = Nipple
(approx. 3m (10') per section) \ ks Assembly Tool
, ) 2205420
Cord Adjuster s Long Conn. piece Aluminum
1210801 0 ‘ for External Connector (for THF)
un ’ 2209024 —_—
Suspension Clip =
2209016 )
T Pliers for
(also used as shocker wire holder when External Connector Dismantling
installed in pullet and breeder houses) for 25mm PVC Pipe Nipples

(Pullets & Breeders: 4 units)

Aluminium Profile for
External Connector - 2.94m
2205162

2209017 Sight Tube Brush
25mm PVC pipe - 3m (=10)) 2 units 2205416
1 unit - ” .
Available with a choice of 1/4" Stainless Steel Nut
456,789,10,12, 2209018 @
or 15 nipples per section 2 units
- 2N

2205035

1/4" Stainless Steel
Bolts x 10mm (3/8")

o
g

%
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Compact Turkey Drinker

* Recommended number of Compact
Drinkers per 1,000 adult turkeys: 10-12
(12-14 per 1,000 in a warm climate).

* Circumference of outer
lip 140 cm. (553/4").

-
Clip
2100044

20m Nylon Cord
(2m per Drinker)

2100020 J
Cord Adjuster |
2100010 o 45??V
.
Handle Hook *
2140018 ésil-
J

Water Level

Adjuster
g (Optional)
Mechanism Top : 12208025,
2140012 ” Flexible Tube
10" per Drinker
Mechanism Lock 100 Eer Rol |
Collar 2100024
2‘] 400‘] ’I - .............................
Union 1/4"
< Uni

Stainless Steel Spring F ;88039
Washer |
2140017 o
Washer Support
2140015 1
Mechanism Body
2140013 .. -Jlllli'
pown spout F
2140014.......7 Compact Turkey
§1e(|)|4033 Drinker

2104005

10 Units per carton
Hanger Rod
2104038

Hanger Ballast Nut
2140008

Ballast Bottle
2140002

o /
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Turkey Drinker

-
Clip
2100044

20m Nylon Cord
(2m per Drinker)

2100020

Cord Adjuster
2100010

Union 1/4".
(2 Units) i

2100039 ¢

Mechanism Cap
2102035 .o
O-Ring

2102038

Filter Element
2100056

Mechanism Pipe
2102036

Lock-nut
2100015

Water Level

2100017
Mechanism
Spring
2104037

o

Adjuster

Valve Assembly
Complete
2100012

Bell
2104032 ...

Bottle Hanger
210204 .

Ballast Bottle
2102033

U
®

* Recommended number of
Compact Drinkers per 1,000
adult turkeys: 10-12 (12-14 per
1,000 in a warm climate).

* Circumference of outer
lip 140 cm. (553/4").

. Flexible Tube
i 10" per Drinker
£ 100" per Roll

100024

Mechanism

Complete
2104031

Turkey Drinker

Complete
(Ballast Bottle
included)

21050WB

10 units per carton

,

-
—
_—
=
=

Y
_ Valve Spring
2100013

Plunger
2100014 .

Washer
2100054 .

O-Ring
2100021

Valve

Housing
2100016
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Broiler Drinker for Turkey Poults

Breeder Drinker for Turkey Poults

4 N O ™\
Clip * Recommended number of Clip * Recommended number of drinkers
drinkers per 1,000 birds: 8-10. per 1,000 adult birds: 10-12.
2100044 * Circumference of outer lip 106 2100044 * Circumference of outer lip
(421/2"). 110 cm. (44").
20m Nylon Cord R 20m Nylon Cord e
| . (70" per Drinker)
(70" per Drinker) 9100020 | Flexible Tube
| . \! 100' per Roll
\ Cord Adjuster
Cord Adjuster | 2100010 .}‘ 2100024
2100010 - ‘i :
I Union 1/4" [ o
Handle Hook | * 2 Units) ‘{
5140018 - 2100039 . :
. thmteOff Mechanism Cap - g
SShut-Off | | 9109035
Water Level J  Ootional 2102035 ........... .
Adjuster 12140039 | | ORing ™ Mechanism
2140008 [ ] d e 2102038 Complete
2102040
Mechanism Top Filter Element = | 4aleury
2140012 ﬂ Flexible Tube 2100056 l
10" per Drinker
) 100" per Roll : ' -
Mechanism Lock 21 0%6622 Mechanism Pipe
collar ol 2102036 o8
2140011
- Union 1/4"
) ) 2 Units
Stainless Steel Spring = 2100039 Lock-nut -
2]400]6 IR — 21000]5 [= -
S Water Level
Adjuster
Washer o 20007 Breeder Drinker
Mechanism Spring % g?(%gloege
Washer Support 2102037 = 6 tinits per carton
2140015 _ Valve Assembly
Complete _ Y
Mechanism Body 2100012 ‘ Valve Spring =
2140013 2100013 . =
Down Spout ,.r.hs\ Erg)r:rl]erleDtrelnker el Plunger 1
2140014 et SR 2102034 2100014 ]
20 Units per carton Washer
Bel 20005: €
2140004 ...................... Bottle Hanger O-R]ng -
2102021 20001 O
H Rod Valve Housing M
anger Ro
2]40%07 Ballast Bottle 2100016 ..
.
' 2102033 ..
Hanger Ballast Nut
2140008 @B (. J
Ballast Bottle
2140003 ..
\_ /
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